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Technical Details
Product Code Dimensions X-X Axis Y-Y Axis
Thickness Width Height IXX ZX X IYY ZY Y
\/ T(mm) W(mm) H(mm) (cm4) (cm3) (mm) (cm4) (cm3) (mm)
HML-ALU-R-30 3.00 40.00 30.00 4.44 2.89 20.00 8.78 4.39 15.33
HML-ALU-R-40 3.00 40.00 40.00 9.50 476 20.00 10.84 5.42 19.92
ISOMETRIC VIEW HML-ALU-R-80 3.00 40.00 80.00 27.08 9.22 20.00 14.95 7.47 29.36
e Material : Extruded Aluminum Grade 6063 T66 Mill finish and black anodizes.
e Tables above is prepared according to plain finish without drilled holes.
e Channels can be provided up to 6 meters length.
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Product Code Technical Details
Thickness Width Height [Forming [Siot Hole Dia.|Slot Hole length |Hole Dia. Slot Hole length
T(mm) W(mm) H(mm) | F (mm) S @(mm) SL(mm) @(mm) SL2(mm)
HCSP3-70 3 120 50 70 11 25 11 30
HCSP3-90 3 120 50 90 11 25 11 30
HCSP3-110 4 120 50 110 11 25 11 30
HCSP3-130 4 120 50 130 11 25 11 30
HCSP3-150 5 120 50 150 11 25 11 30
HCSP3-170 5 120 50 170 11 25 11 30
HCSP3-190 5 120 50 190 11 25 11 30
HCSP3-210 5 120 60 210 11 25 11 30
HCSP3-230 5 120 60 230 11 25 11 30
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